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Product Data
S P E C I F I C A T I O N S

Construction
Rigid Core multi-layer engineered vinyl click 

consisting of wear layer, film, 4mm rigid core, and 
1.5mm Pad

Classification ASTM F3261, Class I, Type B, Grade 1, Class B

Finish Matte Low Gloss, Polyurethane Finish

Edge Profile 4-Sided Micro-Bevel

Size (nominal) 9” wide x 60” length, 228mm x 1524mm

Overall Thickness 5.5mm (4mm core plus 1.5mm IXPE pad)

Wear Layer Thickness 20mil

Pieces Per Carton 6

Cartons Per Pallet 60

Coverage Per Carton 22.433 sq. ft., 1345 sf/ctn

Weight Per Carton 38.25 lbs

I N S T A L L A T I O N  |  C L I C K

Angle/Angle

W A R R A N T I E S

30 Year Residential / 10 Year Light Commercial / 10 Year Multi-Family

5 . 5 m m M u l t i - l a y e r  E n g i n e e r e d  V i n y l  C l i c k2 0 m i l  W e a r  L a y e r

category collectionL U X U R Y  V I N Y L S P I R E

T E S T I N G

This product is designed and manufactured to meet or exceed ASTM Standards 
and Indoor Air Quality standards for Resilient Floor. 

Resilient Floor in Modular Format w/Rigid 
Polymeric Core ASTM F3261

Thickness ASTM F386/387

Wear Layer Thickness ASTM F410

Stain/Chemical Resistance ASTM F925

Resistance to Heat ASTM F1514

Resistance to Light ASTM F1515

Residual Indentation ASTM F1914

Size & Squareness ASTM F2055

Dimensional Stability ASTM F2199

    Dimensional Stability W/Exposure to Heat ISO 23999

    Determination of Geometrical Element ISO 24337

Static Coefficient Polished Surface ASTM D2047

Flammability/Radiant Flux ASTM E648

Static Load ASTM F970

Smoke Density ASTM E662

Indoor Air Quality FloorScore Certification

Ortho-Phthalate Free 
• Dimensionally stable rigid core construction

• Premium IXPE pad attached reduces sound transfer and adds comfort underfoot

• Waterproof core technology protects against spills

• Polyurethane finish provides extra scratch resistance

• Longer and wider planks offer a modern design

• No transitions required for rooms up to 50’ x 50’ or 2,500 sf

Benefits

Additional Specifications, Full Installation Instructions & Warranty Information Available Online www.tasflooring.com | a division of
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